
Technical characteristics 

Unique by nature

Recommended uses

Sizes
Slabs, tiles and cut to size. Adapted to each project 
requirements

Finishes

Brushed

Interior and exterior
claddings

Interior and exterior 
pavings

Stairs Others
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Characteristics Output Technical specification

Water absorption at atmospheric
pressure

SRV wet conditions: 71,67  1,64 units
SRV dry conditions: 64,75   2,75 units  

+-
+-

Slip resistance

2622   98 Kg/m +-Apparent density

1,0   0,1%+-Open porosity

98,0   11,5Compressive strength (MPa)

�&�K�D�Q�J�H���R�I���>�H�[�X�U�D�O���V�W�U�H�Q�J�W�K���D�I�W�H�U
100 cycles: 20,1  9,0

Frost Reistance

Mass loss after 20 cycles: 0,3%Resistance to ageing by thermal
shock

Breaking load at dowel hole 2400   400 N

0,89   0,15
�:�D�W�H�U���D�E�V�R�U�S�W�L�R�Q���F�R�H�?�F�L�H�Q�W���E�\
capillarity (g/m s )

Abrasion resistance 23,4   0,7 mm+-

UNE - EN 13755

UNE - EN 1341; Annex C

0,3   0,0%

UNE - EN 14231:2004

UNE - EN 1936

UNE - EN 13271

UNE - EN 14066

Flexural strength under
concentrated load

Low expected value:     18,8 MPa
Mean value:                21,0 MPa
Standard desviation:      1,6 MPa

UNE - EN 12372

+-

UNE - EN 1926+-

UNE - EN 13364:2002+-

+-2 0,5 UNE - EN 1925
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